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NaJ(Tl)-Scintillation-Detector (2*2")

 

Sensitive for:

 

g

 

 (Gamma)
Dimensions: 250mm*57mm (L*

 

Æ

 

)
Weight: ca. 1300 Gramm
Working temperature: +5û C to +40û C
Storage temperature: -10û C to +70û C
Temperature change: max. 5û C per hour
Humidity Range: up to 95% RH (non condensing)

 

ZnS(Ag)-Scintillation-Detector 
GP13A

 

Sensitive for:

 

b

 

 und 

 

g

 

 (Beta und Gamma)
Dimensions: 340mm*93mm*79mm (L*B*H)
Weight: ca. 800 Gramm
eff. window area: 100 cm
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Window weight: 1,2 mg/cm
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Temperaturrange: 0û C to +40û C
Storage temperature: -10û C to +70û C
Humidity Range: up to 95% RH (non condensing)

 

g

 

-Efficiency*:

 

129

 

I: 44% (ca. 30keV)

 

241

 

Am: 61% (12-21keV & 59,5keV)

 

57

 

Co: 30%

 

99m

 

Tc: 26% (140keV)

 

137

 

Cs: 15% (662keV)

 

60

 

Co: 7%

 

b

 

-Efficiency*:

 

90

 

Sr/

 

90

 

Y: 47%

 

36

 

Cl: 43%

 

137

 

Cs: 44%

 

60

 

Co: 38%
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C: 17%
* with Grille Transmission 80%

 

Geiger-Muller-Counting-Tube LND723

 

Sensitive for:

 

a

 

 ,

 

b 

 

,

 

g

 

 (Alpha, Beta, Gamma)
Dimensions: 165mm*43mm (L*

 

Æ

 

)
Weight: ca. 150 Gramm
eff. window area: 27,57 mm 

 

Æ

 

Window weight: 1,5-2,0 mg/cm

 

2

 

Counting gas: Ne + Halogen
Working temperature: -55û C to +75û C
Humidity Range: up to 95% RH (non condensing)

Technical Data prior to change

 

Technical Data

 

medCONT

 

Dimensions: 132mm*100mm*45mm
Weight: ca. 500g
Display:   illuminated LC-Display, 2*16 characters,

multilingual, supertwist quality, graphical
display reading.

Range: up to 99999 Ips
Working temperature: 0û C to +40û C
Storage temperature: -40û C to +90û C
Humidity Range: up to 95% RH (non condensing)
Powersupply: 4 AA cells ‡ 1,5 Volt or NC-Accus
Duration of use: ca. 20 hrs. with new batteries,

ca. 8 hrs. with fully charged NC-Accus
Audible indication: Audio clicks, (Alarmsignal when threshold

override)
Safety standard: IP54
Memory Storage: 7963 pairs of measurement values
Interface: serial RS-232 for PC and printer
Parameter: 2400 Baud, 8 Databits, no Parity,

1 Stoppbit (2400, 8, N, 1).

 

Main-Charger-Station

 

Dimensions: 211mm*100mm*110mm
Mains voltage: 220V/230V 50Hz/60Hz, 5VA
Working temperature: -20û C to +70û C
Storage temperature: -40û C to +90û C
Safety standard: IP40
Humidity Range: up to 95% RH (non condensing)
Use: for table and wallmounting

 

Gas-Flow-Detektor PDK-0200

 

Sensitive for:

 

a

 

 ,

 

b 

 

(Alpha, Beta)
Dimensions: 240mm*140mm*160mm (L

 

*

 

B*H)
Weight: ca. 1100 Gramm
eff. window area: 110 mm*170mm
Window weight: 0,4 mg/cm
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Counting gas: Butan
Working temperature: 0û C to +60û C
Storage temperature: -10û C to +70û C
Humidity Range: up to 95% RH (non condensing)

 

ZnS-Scintillation-Detector NaJ(Tl)-Scintillation-Detector GM-Counting Tube Gasdurchßu§detektor
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